
MODULAR BATTERY SYSTEM HYMAR BP60

SUMMARY

The BP60 High Voltage Battery System is a DNV-certified solution tailored for maritime use, 
offering exceptional reliability, safety, and durability. With advanced thermal management 
and robust construction, it minimizes performance loss and downtime in extreme 
conditions. Configurable to 800V, the BP60 provides flexible installation options for various 
maritime applications.

KEY SPECIFICATIONS

BP60

63 kWh (nominal)Energy

~395 kgWeight

~1100x800x350mmDimensions (LxWxH)

44 kWCharging continuous

120 kWDischarging continuous
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SPECIFICATIONS

BP60

63 kWh (nominal)Energy

Li-ion 21700Technology

364 VNominal voltage

407 VOperating voltage max.

307 VOperating voltage min.

250 kW / 3,97 C
Discharge max. (10 
sec.)

120 kW / 1,9 CDischarge continuous

44 kW / 0,69 CCharging continuous

~3000 cycles (>70% SOH)Expected service life

160 Wh/kgSpecific energy

Patented water cooling with highest propagation
safety

Cooling

IP67Degree of protection

DNVMarine certification

IEC 60068-2-52 Method 1Salt misting

-40 to 70 °C
Ambient temperature
range

393 kgWeight

1111x795x351mmDimensions (LxWxH)

Marine, Industrial, Heavy-dutyApplication

KEY FEATURES

• High specific energy
• DNV – Certified
• High continuous

discharge
• Outstanding thermal 

management
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