
INTELLIGENT PROPULSION HYMAR CONTROL

SUMMARY

The HYMAR CONTROL is a smart control unit that optimizes the entire powertrain for 
maximum efficiency and performance while managing all safety-critical functions on the 
vessel. From fuel cell and battery output to safety monitoring, it ensures seamless, secure, 
and energy-efficient operation.

KEY SPECIFICATIONS

CONTROL

integratedPower distribution unit

integratedSignal distribution unit

~13 kgWeight

~660x529x209mmDimensions (LxWxH)

IP67Degree of protection
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SPECIFICATIONS

CONTROL

integratedPower distribution unit

integratedSignal distribution unit

• 7 x CAN 50 kbit/s up to 1 Mbit/s
• 4 x CAN bus termination configurable via 

connector pins
• 1 x Ethernet (10 / 100 Mbit/s)
• 1 x LIN, 1 x RS232
• 1 x Real Time Clock

Interfaces

CAN busCommunication

Fully redundant (on request)Safety system

Air/water cooledCooling

IP67Degree of protection

-40 to 85 °C
Ambient temperature
range

13,5kgWeight

660x529x209mmDimensions (LxWxH)

Marine, Industrial, Heavy-dutyApplication

KEY FEATURES

• High IP-protection
• Integrated PDU and 

SDU
• Fully redundant (on 

request)
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